
Aplications

3025
Series 3/2 Way - Solenoid valve

• Used in harsh working enviroment.

• BSP Connection.

Technical Specifications

Working Pressure 2.5 TO 10 BAR 

 

Recomendation for installation

Place	a	strainer	upstream	the	valve	with	a	porosity	≤	50	µ.	
Mounting	only	over	horizontal	pipeline	with	the	coil	upright.
For	proper	operation	of	the	valve,	minimum	and	maximum	pressures	must	be	respected	accordingly	to	
the	technical	specifications.

• Long service life ensurased.

Port Size 3/8" 1/2" 3/4" 1" 

Operating Temperature -5~80℃ 

Catalog Nº 3025LA3C 3025LA4C 3025LA6C 3025LA8C 

.

Working Medium                          Compressed 40 Micron Filtered Air 
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• Used in brake pneumatic systems.

• Manual Operator.

Main Characteristic Optionals
• Energized coil indicator light.

Insulation&Protection Class F Class IP65 - DIN 43650 Form b       

• 3/2 way - Normally closed.

• Aluminum Body, Bonnet and Piston. • Explosion proof coil           
Ex mb T5, Ex mbD T95.

Voltage  and Power 220/50-60Hz       //        6W                  

• NBR Seals.


